

Weaver New-Way Jack, Model B 


T he Weaver New-Way Jack, Model “B,” 
is extremely compact and easily oper¬ 
ated. Ideal for lifting and transporting cars 
in the service station, repair shop or on the 
curb. 

The wheels pivot. An important and ex¬ 
clusive feature. The wheels are pivoted by 
turning the handle, enabling the operator 
to guide the jack quickly and accurately 
under the car in a limited space, as well as 
guide the car while transporting it on the 
jack. 


Price, with metal wheels $36.00 

Price, with rubber tired wheels 48.00 


The telescoping standard pro¬ 
vides a range of lift from 8 to 
\7]/2 inches. 

Jack operates on ratchet prin¬ 
ciple and has a capacity of 5,000 
pounds. 

Under crowded conditions 
jack can be applied to front or 
rear axle from side of car and, by 
pivoting wheels, car can be drawn 
directly sideways. 


Weaver Auto Twin-Jacks 



D esigned to efficiently handle complete and 
dismantled cars in the garage, repair shop, 
wash room, auto livery, etc., and unloading auto¬ 
mobiles. 

Can be operated in very limited spaces. With one 
of these jacks under each axle, the car can be pushed 
directly sideways or turned completely around within 
its own length. 

The dependable screw hoisting mechanism, broad 
base and two point support provide a safe founda¬ 
tion and insure the safety of the mechanic while 
working under the car. 


Price, with metal wheels.$24.00 

Price, with rubber tired wheels. 36.00 



NOTE—Prices on Weaver Equipment F. O. B. Jobber’s 
Stock in U. S. A. East of Colorado 































































Weaver Hi-Speed Press and Attachments 


The rack and pinion s a won¬ 
derful time saver for light work. 


Heavy pressure up to 28 or SO 
tons can readily be exerted on the 
work {without changing its posi¬ 
tion) by means of the ratchet lever. 


Vertical Chuck 

Supports drive shaft while pressir^ 
sleeve on and off, and axle shaft while 
removing and replacing gear. 

Price . $8.00 


Rear Axle Attachment 

Designed for use on Weaver Hi- 
Speed Presses for removing and re¬ 
placing gears on Ford axles. 


Price, with Face Plate . $9.00 

Price, without Face Plate . 4*^0 





Price, 32-inch Hi-Speed Press.$100.00 

Price, 42-inch Hi-Speed Press. 115.00 


T he Weaver Hi-Speed Press com¬ 
bines the speed and accuracy of a 
rack and pinion press with the great 
power of an arbor press. 

For work up to 2,000 pounds the 
Hi-Speed leverage is preferable on ac¬ 
count of speed. When greater pressure 
(up to 28 tons) is required, the ratchet 
lever can be used without moving work. 

The adjustable bolster permits bulky 

work to be handled and allows work _ . 

Trumg Fixtures 

For truing and straightening drive 
shafts, axles and crankshafts from 
bearing surface. Price . $10.00 


Ford Transmission 
Reliner 

Price . $12.00 


The Ford Transmission Reliner is used to remove 
old lining by shearing off old rivets and for inserting 
and clinching split rivets in new lining. It is held 
in position on press bolster by a special bracket. 


Ford Transmission Reliner.$12.00 

Brake Reliner Bracket. 3.00 


always to be brought in direct contact 
with screw. Pressure is immediately 
released by one reverse stroke of hand 
wheel. Vertical movement of both lev¬ 
ers makes it unnecessary to bolt press 
to floor. 

Frame constructed of one solid piece 
of S-inch channel steel. Height, 72 
inches. Recommended capacity, 
28 tons. 


Puller Clamp 
For supporting gears, ball races, 
etc., while pressing them off shafts, 
without danger of injuring them. 


Price, 9-inch size . $5.60 

Price, 16-inch size . 9.60 




















































































Weaver Motor Service Press 


T he Weaver Motor Service Press 
combines the features of a number 
of special tools for fitting connect¬ 
ing rod assemblies complete, relining 
Ford transmission bands, handling 
pressure work up to 10,000 pounds, etc. 
The price of this press is but a fraction 
of the cost of such tools if purchased 
separately. 

For Straightening Work. For straight¬ 
ening crankshafts and other work re¬ 
quiring light pressure the rack and pin¬ 
ion lever is used, as shown in Cut No. 2. 
For straightening heavy pieces requir¬ 
ing up to 10,000 pounds pressure, the 
screw is used by inserting bar in the 
wheel as shown in Cut No. 3. 

Price, complete with all attachments illus¬ 
trated .$132.00 

If pedestal or base is not desired, deduct 18.00 


Relining Ford Transmission Bands on the Motor Service Press 


Cut No. 1 

The micrometer gauge can he mounted on 
the post on the top of the press to test 
diameter and roundness of pistons, etc. 


Cut No. 2 

Crankshafts can he straightened easily 
and accurately on the straightening fixture. 
Note post for dial gauge and adjustable 
knurled thumb screw which can he set to 
prevent overspringing shaft 


Cut No. 3 

The screw is used for heavy pressure work 
enabling pressure up to 6 tons to he exerted 


Old lining can he quickly removed 
hy shearing old rivets 


Split rivets are easy to countersink 
into lining 


The Ford Reliner is readily at¬ 
tached to Motor Service Press 
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The work can be easily and 
quickly adjusted to the most 
convenient position for 
the mechanic 


Axle shaft can be held firmly in small opening of 
jaw under bolt for removing bolts in ring gear and 
differential housing 


Weaver Axle 

T he new Weaver Model 
‘‘F” Axle Stand is espe¬ 
cially designed to handle 
Ford axles. This stand will 
handle practically every re¬ 
pair operation on the axle 
and saves the time and labor 
of removing parts to the 
bench. Various repair oper¬ 
ations can be handled in the 
most convenient position on 
the stand, using the jaws as 
a vise to hold the part to be 
worked on. 

Note the support bar for 
radius rods, the movable 
tray and the oil pan which 
can be removed for empty¬ 
ing. Stand does not have to 
be bolted to floor and can be 
easily taken to the axle, instead of taking the axle 
to the stand. The ‘T’' shape enables mechanic 
to get up close to his work. 


Stand, Model F 

* V 


Height of .supports adjustable. 


Can beoioved to the job 


Weaver Towing Pole, Model D 


S PECIAL attention is called to the two jaw clamps and hooks 
which fasten into them, enabling the pole to be rigidly clamped 
to front or rear of any car and also forrning effective universal 
joints which allow ample play in any direction when turning 
corners, towing over rough roads, etc. 


Heavy coil springs absorb sudden jerks and strains. 

Pole is of double-strength steel tubing in two sections, one 
telescoping within the other. Length adjustable from 5 feet 
6 inches to 8 feet. 

Price.$15.00 












































































T he Weaver /.uto Crane 
will handle burdens up to 
4,000 pounds, yet is light 
enough to be mounted on any 
service car. 

The boom is hinged at the 
bottom and adjustable to five 
different heights. By blocking 
the chain, height of boom can 
be adjusted while burden is 
suspended. The compound 
drive affords two distinct lev¬ 
erages, one for a speedy adjust¬ 
ment of the chains to the load, 
the other for maximum power 
in elevating the wreck. 

Large diameter of drum prevents 
excessive wear on chain or cable. Drum 
is mounted on roller bearings which 
greatly facilitate operation. Crank op¬ 
erated from either side. 26 feet best- 
grade chain regularly supplied; 40 feet 
steel cable supplied in place of chain 
on special order. 

Base measures 36 inches wide by 
29^ inches long. 

Price, $95.00 







Weaver Ford Brake Service 
Machine 

T his machine supplies a simple and practical 
means for relining Ford transmission bands. 
The Ford reliner has two plungers, one for 
removing the old band by shearing off the 
old rivets, as shown in upper illustration on left, 
the other for clinching and countersinking split 
rivets in the new lining. After piercing the lin¬ 
ing, ends of rivet are curled back and counter¬ 
sunk by rivet set as shown. The pressure arm is 
operated by a lever and toggle which insures the 
countersinking of each rivet to the same depth. 
Ford Brake Service Machine, complete with base 


and Ford Reliner.$50.00 

Without base. 32.00 

Ford Transmission Reliner. 12.00 


Weaver Auto Crane 


SWIVEL HEAD. The wheel at the end 
of the boom is swiveled^ permitting a direct 
pullfrom the side without the chain binding. 
This facilitates handling any wrecks while 
parallel to it without obstructing the road. 


Old lining can quickly be 
removed 


Easy to countersink rivet 
into lining 


In order to avoid making this Manual too bulky, we 
have not attempted to give details regarding every item 
of each line. 

For further detailed information, ask your jobber’s 
salesman or write to 

WEAVER MFG. COMPANY 
Springfield, 111. 





























































